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Includes:
SM060-2 - NFC Smartphone & Tablet Holder
GN079WD-SBH - Sticky Suction Car Mount
NFC01 - NFC Tag (1)
AP013 - Adhesive Mounting Disk

Programmable NFC Powered Car Dock for Android™ & Windows®  [NFCSM01]

Holder Specs:
Height: 4.25”
Max Extension: 6”
Max Extension with Long Feet x2: 6.75”
Max Extension with Long Feet x4: 7.5”

For information regarding the NFC 
capabilities of this product, please 
visit launcher.tagstand.com

Android is a trademark of Google Inc. rev. 020314© 2013 Arkon Resources, Inc. All rights reserved. Designed in USA. Made in Taiwan & China

IntelliGrip
TM

Font

Do not place mount in or near an air bag deployment zone or where it will obstruct view of the road.!

IMPORTANT: Some dashboards with heavily textured or porous surfaces may require you to push down firmly on the suction base 
while engaging the suction lock lever to create the suction required to hold the mount in place.

DASHBOARD MOUNTING WARNING: The sticky suction car mount SHOULD NOT be used on some types of dashboards. It may leave 
a PERMANENT indentation on dashboard surfaces made of soft vinyl, leather, or similar materials. To prevent permanent indentation on 
soft dashboards, use the included adhesive mounting disk.

! Safety Precautions:
Arkon is not responsible for any damages caused to your vehicle, your device, or yourself due to the installation or use of this mount. Do not install Arkon products over an airbag cover or within the airbag deployment zone.  
Arkon Resources, Inc. assumes no responsibility of liability for injury or death as a result of car crashes and  / or airbag deployment. 

Attach mount to dash or windshield, engage suction lock; 
attach holder to the mount.

If your device does not activate the built-in NFC chip, apply 
included NFC tag on the holder in device’s NFC “hot zone” 
(see device documentation for more info).
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Suction 
Lock Lever

IMPORTANT: With certain dashboard surfaces you 
may need to push down firmly on the suction base 
while engaging the suction lock lever to create enough 
suction to hold the mount.

IMPORTANT: Device must have an NFC chip to use the NFC capabilities of this product.

Push down on 
suction base NFC Holder

*If necessary, use included long legs for large devices or cases.

Push down on 
lower legs to 
mount device

Adjustment 
Ring

Adjustment 
Knob

Slide legs to adjust

Ensure that your device’s NFC function is turned on and 
insert device into mount; adjust mount and legs as needed.

Once mounted, NFC Task Launcher app will initiate. If app 
does not initiate, see step 4.

IMPORTANT: Device must have an 
NFC tag to use the NFC capabilities 
of this product.


